
BUILDING 17   1910 MOUNTAIN AVENUE, NORCO, CA

All information furnished regarding property for sale, rental or financing is from sources deemed reliable, but no warranty or representation is made to the accuracy thereof and same is submitted to errors, omissions, change of price, 
rental or other conditions prior to sale, lease or financing or withdrawal without notice. No liability of any kind is to be imposed on the broker or owner herein.  Lee & Associates Commercial Real Estate Services, Inc. - Riverside. 4193 Flat 
Rock Drive, Suite 100, Riverside, CA 92505 | Corporate ID# 01048055

Palomino Ranch Business Park is a master-planned, last-mile development project in 
the Inland Empire West that will total ±1.96M SF across ±112-acres at completion

+68,266
Square Feet
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BUILDING HIGHLIGHTS SITE PLAN

• ±68,266 SF

• ±3,112 SF 1ST FLOOR OFFICE

• ±3,056 SF 2ND FLOOR OFFICE

• 30’ CLEAR HEIGHT

• ESFR FIRE SPRINKLER

• ±163’ TRUCK COURT DEPTH

• 5 DOCK DOORS

• 1 GROUND LEVEL DOOR

• 37 PARKING SPACES

• 1,600 AMP PANEL - EXPANDABLE TO 4,000 AMPS (VERIFY)
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1. REFER TO CIVIL PLANS FOR SITE DIMENSIONS, METES AND BOUNDS, GRADING,
PAVING,  DRAINAGE, AND HORIZONTAL CONTROLS.

2. REFER TO LANDSCAPE DRAWINGS FOR HARDSCAPE, PLANTING FINE GRADING
AND SOILS PREPARATION.

3. REFER TO GEOTECHNICAL REPORT FOR INFORMATION REGARDING GRADING,
BEARING, VALUES, COMPACTION, PAVING SECTIONS, CONCRETE MIX DESIGN
AND SOIL AMENDMENT INFORMATION.

4. VERIFY THAT ALL GRADES AND CLEARANCE ON SITE COMPLY WITH 
REQUIREMENTS FOR PERSONS WITH DISABILITIES AS SHOWN ON ALL 
ARCHITECTURAL AND CIVIL PLANS PRIOR TO CONSTRUCTION.

5. CURBS TO BE PAINTED RED AND LABELED "NO PARKING/ FIRE LANE" PER THE CITY
OF NORCO FIRE DEPARTMENT REQUIREMENTS - REFER TO SHEET A-100.

6. ALL PROPERTY LINES, EASEMENTS AND BUILDINGS, BOTH EXISTING AND
PROPOSED,  ARE TO BE VERIFIED WITH CIVIL DRAWINGS.

7. CONTRACTOR TO VERIFY ALL INFORMATION CONTAINED ON THIS DRAWING WITH
CIVIL DRAWINGS.  CONTACT ARCHITECT IF ANY  DISCREPANCIES EXIST.

8. TEMPORARY ACCESS ROADWAYS SHALL BE INSTALLED AND MAINTAINED PER THE
DIRECTION OF THE LOCAL FIRE DEPARTMENT.

9. IDENTIFICATION AND POSTING OF REQUIRED FIRE  LANES SHALL BE PROVIDED AS
DIRECTED BY THE  ASSIGNED FIRE INSPECTOR.

10. PROVIDE BUMPER STOPS FOR ALL PARKING STALLS ADJACENT TO A BUILDING.
REFER TO SITE PLAN FOR LOCATIONS.

CONCRETE SIDEWALK WITH LIGHT BROOM FINISH - REFER TO CIVIL DRAWINGS

TYPICAL PARKING STALL 9'-0" X 18'-0" WITH 2'-0" BUMPER OVERHANG
(SHOWN DASHED) UNLESS OTHERWISE NOTED.

LANDSCAPE ISLAND - REFER TO 29/ A-102 - typical

CURB AND GUTTER - REFER TO CIVIL DRAWINGS

BUILDING #17 PROPERTY LINE - typical

ZERO CURB FACE AT ACCESSIBLE ACCESS AISLES

CLEAN AIR VEHICLE PARKING STALL - typical - REFER TO 26 / A-102

TYPICAL ACCESSIBLE PARKING STALL WITH ALL SYMBOLS, SIGNS,  RAMPS AS
REQUIRED TO MEET TITLE 24 AND ADA REQUIREMENTS
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CONCRETE APRON WITH MEDIUM BROOM FINISH - REFER TO CIVIL DRAWINGS

LINE OF 2'-0" PARKING OVERHANG (SHOWN DASHED)

ADA ACCESSIBLE CURB RAMP - REFER TO CIVIL DRAWINGS AND
4 / G-004
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UTILITY EASEMENT - REFER TO CIVIL DRAWINGS

SHORT TERM BICYCLE RACK - 7 BIKE (5 LOOP) SURFACE MOUNTED "WAVE"
STYLE PAINTED RACK - REFER TO 27 / A-102

BUILDING SETBACK

TRANSFORMER - REFER TO ELECTRICAL DRAWINGS

FUTURE ELECTRIC VEHICLE CHARGING STATION - PROVIDE CONDUIT - REFER
TO ELECTRICAL DRAWINGS

TRASH AND RECYCLING ENCLOSURE

CMU SCREEN WALL AROUND ADJACENT RESIDENTIAL PROPERTIES - UNDER
SEPARATE PERMIT
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CONCRETE CURB - REFER TO CIVIL DRAWINGS

HORSE TRAIL FENCE PER NORCO CITY STANDARDS - REFER TO CIVIL
DRAWINGS
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EXISTING SEWER MAIN LINE - REFER TO CIVIL DRAWINGS

ACCESSIBLE PATH OF TRAVEL
-REFER TO DETAIL 20/G-004

FIRE HYDRANT WITH PROTECTIVE BOLLARDS
-REFER TO DETAIL 28/A-102

CONCRETE - REFER TO CIVIL DRAWINGS

LANDSCAPE - REFER TO LANDSCAPE DRAWINGS

FUTURE OR PROPOSED TENANT IMPROVEMENTS

HORSE TRAIL - REFER TO CIVIL DRAWINGS
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TYPICAL LIGHT STANDARD - REFER TO ELECTRICAL DRAWINGS

HITCHING POST - REFER TO 2 / A-1044
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LOCATION OF EXTERIOR AREA FOR ASSISTED RESCUE (AT DRIVE IN RAMP
LANDING) - REFER TO DETAIL 1 / A-103 FOR ADDITIONAL INFORMATION
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SCALE: 1" = 20'-0"

SITE PLAN 1
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SCALE: 3/16" = 1'-0"

1FIRST FLOOR PLAN
SCALE: 3/16" = 1'-0"

2FIRST FLOOR REFLECTED CEILING PLAN
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GENERAL NOTESLEGENDWALL TYPES

HEAVY DUTY SUSPENDED T-BAR CEILING - REFER TO A-505

5/8" PAINTED GYPSUM BOARD CEILING - REFER TO 10 / A-504

ILLUMINATED EXIT SIGN WITH DIRECTIONAL ARROW AND
EMERGENCY BATTERY BACKUP - REFER TO ELECTRICAL
DRAWINGS

CEILING REGISTER RETURN - REFER TO MECHANICAL
DRAWINGS

CEILING DIFFUSER - REFER TO MECHANICAL
DRAWINGS

CEILING EXHAUST FAN- REFER TO MECHANICAL DRAWINGS

KEY NOTES

1 REFER TO 4/A-401 FOR EXTERIOR REFLECTED CEILING PLAN

4'-0" PENDANT LIGHT FIXTURE - REFER TO ELECTRICAL
DRAWINGS, BOTTOM OF FIXTURE TO BE 8'-0" A.F.F.

2'-0" x 4'-0" LIGHT FIXTURE FLUSH MOUNTED TO T-BAR CEILING
GRID - REFER TO ELECTRICAL DRAWINGS

HEADER ABOVE CEILING - REFER TO STRUCTURAL DRAWINGS

2 HSS COLUMN - REFER TO STRUCTURAL DRAWINGS

3 ALIGN TRANSITION STRIP WITH DOOR SIDE OF MULLION
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FE 2A:10B:C FIRE EXTINGUISHER IN SEMI-RECESSED CABINET
WITH 75' MAXIMUM TRAVEL DISTANCE; REFER TO 27 / A-505

H

E

ACCESSIBLE SIGNAGE, REFER TO 5 / G-005

TACTILE EXIT SIGNAGE, REFER TO 5 / G-005

CONCRETE TILT-UP PANEL
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4 STARTING POINT OF CEILING GRID - GRID TO BE CENTERED ON
COLUMN
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NOTES:
· UNLESS OTHERWISE NOTED, ALL WALLS ARE TO BE

· REFER TO 5 / A-504 FOR METAL STUD FRAMING SCHEDULE
· PROVIDE SOUND BATT INSULATION IN ALL RESTROOM WALLS

3A

3 5/8" METAL STUD FRAMING PER SCHEDULE WITH 5/8" GYPSUM BOARD ON
ONE SIDE (OCCUPIED SIDE); REFER TO 30 / A-505
· PROVIDE 1/2" GAP BETWEEN EXTERIOR CONCRETE WALLS AND STUD

FRAMING
· PROVIDE R-13 BATT INSULATION IN METAL STUD FRAMING AT EXTERIOR

WALLS
· PROVIDE R-13 BATT INSULATION ON STICK PINS W/ CAPS ATTACHED TO

CONCRETE PANEL FROM TOP OF METAL STUD FRAMING TO UNDERSIDE OF
ROOF STRUCTURE AT EXTERIOR WALLS

1

2A

5A

6" WOOD STUD FRAMING UP TO MEZZANINE WITH 1/2" PLYWOOD ON
WAREHOUSE SIDE & 5/8" GYPSUM BOARD ON BOTH SIDES. FILL WITH R-19
BATT INSULATION
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

· PROVIDE VERTICAL ZINC EXPANSION JOINTS AT 25'-0" O.C. ON
WAREHOUSE SIDE OF WALL - REFER TO 28/ A-505

4B

6" WOOD STUD FRAMING TO 3'-6" ABOVE STAIR TREAD AND LANDING WITH
5/8" GYPSUM BOARD ON BOTH SIDES

3 5/8" METAL STUD FRAMING TO UNDERSIDE OF HARD LID CEILING WITH 5/8"
GYPSUM BOARD ON BOTH SIDES
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3B

1

2B

6" METAL STUD FRAMING PER SCHEDULE UP TO 2ND FLOOR STRUCTURE  WITH
5/8" GYPSUM BOARD ON BOTH SIDES.
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3C

6" WOOD STUD FRAMING UP TO MEZZANINE STRUCTURE WITH 5/8" GYPSUM
BOARD ON BOTH SIDES

6" WOOD STUD FRAMING UP TO 3'-6" ABOVE MEZZININE FINISH FLOOR WITH
5/8" GYPSUM BOARD ON BOTH SIDES

5B NOT USED

5C

4A

8" METAL STUD FRAMING TO UNDERSIDE OF HARD LID CEILING WITH 5/8"
GYPSUM BOARD ON BOTH SIDES
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3 5/8" METAL STUD FRAMING PER SCHEDULE UP TO 6" ABOVE ACT CEILING
WITH 5/8" GYPSUM BOARD ON BOTH SIDES.
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

· REFER TO 20/A-504

1

1

8" METAL STUD FRAMING TO UNDERSIDE OF ROOF DECK WITH 5/8" GYPSUM
BOARD ON BOTH SIDES. FILL WITH R-19 BATT INSULATION
· PROVIDE VERTICAL ZINC EXPANSION JOINTS AT 25'-0" O.C. ON

WAREHOUSE SIDE OF WALL - REFER TO 28/ A-5052

1. REFER TO SHEETS G-003, G-004 AND G-005 FOR ACCESSIBILITY REQUIREMENTS.

2. ALL DIMENSIONS ARE TO FACE OF STUD, UNLESS NOTED OTHERWISE.

3. GC TO ENSURE THAT ILLUMINATION ALONG EGRESS PATHS TO BE MINIMUM 1
FOOT-CANDLE AT WALKING SURFACE WITH EMERGENCY POWER. REFER TO
ELECTRICAL DRAWINGS.

4. PROVIDE SOUND BATT INSULATION AT ALL RESTROOM WALLS.

5. UNLESS NOTED OTHERWISE ALL CEILING HEIGHTS TO BE 10'-3" ABOVE THE
FINISHED FLOOR.

6. PROVIDE SIGN ABOVE MAIN ENTRY DOOR TO READ "THIS DOOR TO REMAIN
UNLOCKED WHEN THIS SPACE IS OCCUPIED".

7. PROVIDE R-30 BATT INSULATION AT ROOF LEVEL OVER TENANT IMPROVEMENT
AREAS.  INSULATION TO BE INSTALLED ON THE UNDERSIDE OF THE PLYWOOD
ROOF DECK.  INSTALL W/ STICK PINS & CAPS PER MANUFACTURE'S
RECOMMENDATIONS.

8. UNLESS OTHERWISE NOTED, CEILING GRID TO BE CENTERED WITHIN ROOM

9. HATCHED PLUMBING FIXTURE REPRESENTS ACCESSIBLE FIXTURE - REFER TO
SHEET G-003, G-004, G-005 FOR ADDITIONAL ACCESSIBLE NOTES, CLEARANCE
DIMENSIONS, DETAILS, AND ACCESSIBLE MOUNTING HEIGHTS - typical.

10. REFER TO DETAIL 1 / A-201 FOR TEMPERED GLAZING REQUIREMENTS AT
STOREFRONT ENTRIES.

11. REFER TO SHEET G-009 FOR LEED REQUIREMENTS FOR LOW EMITTING
MATERIALS, PRODUCTS, AND FINISHES3

5

5

5

5

UNIFORM DRAWING SYSTEM    -  U.S. NATIONAL CAD STANDARD VERSION 3.1

SHEET TITLE:

DRAWN BY:

DATE:

FILE:

PROJECT:

MILESTONES:

26 MAY, 2021
PLAN CHECK RESUBMITTAL

16 SEPTEMBER, 2021
ISSUED FOR CONSTRUCTION

20 SEPTEMBER, 2021
PLAN CHECK RESUBMITTAL

REVISIONS:

18600 MacArthur Boulevard

Irvine, California 92612
Suite 300

PALOMINO RANCH
BUILDING 17

1910 MOUNTAIN AVE.
NORCO, CA

BUILDING 17

09 NOVEMBER, 2020
PROGRESS SETS ISSUED

01 DECEMBER, 2020
INITIAL PLAN CHECK SUBMITTAL

A-120.DWG

17004 (Bldg 17)

JB / TR / KS

FIRST FLOOR PLAN & RCP

A-120
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15 OCTOBER, 2021
ASI #1 (LEED & MISC REVS)3

03 JANUARY 2022
ASI#3 (EXT. STAIRS & TRASH ENCLSRS.)5

SCALE: 3/16" = 1'-0"

1MEZZANINE FLOOR PLAN
SCALE: 3/16" = 1'-0"

2MEZZANINE FLOOR REFLECTED CEILING PLAN
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GENERAL NOTESLEGEND

HEAVY DUTY SUSPENDED T-BAR CEILING - REFER TO A-505

5/8" PAINTED GYPSUM BOARD CEILING - REFER TO 10 / A-504

ILLUMINATED EXIT SIGN WITH DIRECTIONAL ARROW AND
EMERGENCY BATTERY BACKUP - REFER TO ELECTRICAL
DRAWINGS

CEILING REGISTER RETURN - REFER TO MECHANICAL
DRAWINGS

CEILING DIFFUSER - REFER TO MECHANICAL
DRAWINGS

CEILING EXHAUST FAN- REFER TO MECHANICAL DRAWINGS

2'-0" x 4'-0" LIGHT FIXTURE FLUSH MOUNTED TO T-BAR CEILING
GRID - REFER TO ELECTRICAL DRAWINGS

HEADER ABOVE CEILING - REFER TO STRUCTURAL DRAWINGS

WALL TYPES

KEY NOTES

1 HVAC DUCT SHAFT - REFER TO MECHANICAL DRAWINGS FOR
ADDITIONAL INFORMATION

5C

5C

FE 2A:10B:C FIRE EXTINGUISHER IN SEMI-RECESSED CABINET
WITH 75' MAXIMUM TRAVEL DISTANCE; REFER TO 27 / A-505

H

E

ACCESSIBLE SIGNAGE, REFER TO 5 / G-005

TACTILE EXIT SIGNAGE, REFER TO 5 / G-005

CONCRETE TILT-UP PANEL

NOTES:
· UNLESS OTHERWISE NOTED, ALL WALLS ARE TO BE

· REFER TO 5 / A-504 FOR METAL STUD FRAMING SCHEDULE
· PROVIDE SOUND BATT INSULATION IN ALL RESTROOM WALLS

3A

3 5/8" METAL STUD FRAMING PER SCHEDULE WITH 5/8" GYPSUM BOARD ON
ONE SIDE (OCCUPIED SIDE); REFER TO 30 / A-505
· PROVIDE 1/2" GAP BETWEEN EXTERIOR CONCRETE WALLS AND STUD

FRAMING
· PROVIDE R-13 BATT INSULATION IN METAL STUD FRAMING AT EXTERIOR

WALLS
· PROVIDE R-13 BATT INSULATION ON STICK PINS W/ CAPS ATTACHED TO

CONCRETE PANEL FROM TOP OF METAL STUD FRAMING TO UNDERSIDE OF
ROOF STRUCTURE AT EXTERIOR WALLS

1

2A

5A

6" WOOD STUD FRAMING UP TO MEZZANINE WITH 1/2" PLYWOOD ON
WAREHOUSE SIDE & 5/8" GYPSUM BOARD ON BOTH SIDES. FILL WITH R-19
BATT INSULATION
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

· PROVIDE VERTICAL ZINC EXPANSION JOINTS AT 25'-0" O.C. ON
WAREHOUSE SIDE OF WALL - REFER TO 28/ A-505

4B

6" WOOD STUD FRAMING TO 3'-6" ABOVE STAIR TREAD AND LANDING WITH
5/8" GYPSUM BOARD ON BOTH SIDES

3 5/8" METAL STUD FRAMING TO UNDERSIDE OF HARD LID CEILING WITH 5/8"
GYPSUM BOARD ON BOTH SIDES
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3B

1

2B

6" METAL STUD FRAMING PER SCHEDULE UP TO 2ND FLOOR STRUCTURE  WITH
5/8" GYPSUM BOARD ON BOTH SIDES.
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3C

6" WOOD STUD FRAMING UP TO MEZZANINE STRUCTURE WITH 5/8" GYPSUM
BOARD ON BOTH SIDES

6" WOOD STUD FRAMING UP TO 3'-6" ABOVE MEZZININE FINISH FLOOR WITH
5/8" GYPSUM BOARD ON BOTH SIDES

5B NOT USED

5C

4A

8" METAL STUD FRAMING TO UNDERSIDE OF HARD LID CEILING WITH 5/8"
GYPSUM BOARD ON BOTH SIDES
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

3 5/8" METAL STUD FRAMING PER SCHEDULE UP TO 6" ABOVE ACT CEILING
WITH 5/8" GYPSUM BOARD ON BOTH SIDES.
· PROVIDE 5/8" CEMENT BACKER BOARD & TILE OR FRP TO 5'-0" A.F.F. AND

5/8" MOISTURE RESISTANT GYPSUM BOARD TO CEILING AT RESTROOMS
AND JANITOR'S CLOSETS. REFER TO FINISH SCHEDULE ON A-601

· REFER TO 20/A-504

1

1

8" METAL STUD FRAMING TO UNDERSIDE OF ROOF DECK WITH 5/8" GYPSUM
BOARD ON BOTH SIDES. FILL WITH R-19 BATT INSULATION
· PROVIDE VERTICAL ZINC EXPANSION JOINTS AT 25'-0" O.C. ON

WAREHOUSE SIDE OF WALL - REFER TO 28/ A-5052

1. REFER TO SHEETS G-003, G-004 AND G-005 FOR ACCESSIBILITY REQUIREMENTS.

2. ALL DIMENSIONS ARE TO FACE OF STUD, UNLESS NOTED OTHERWISE.

3. GC TO ENSURE THAT ILLUMINATION ALONG EGRESS PATHS TO BE MINIMUM 1
FOOT-CANDLE AT WALKING SURFACE WITH EMERGENCY POWER. REFER TO
ELECTRICAL DRAWINGS.

4. PROVIDE SIGN ABOVE MAIN ENTRY DOOR TO READ "THIS DOOR TO REMAIN
UNLOCKED WHEN THIS SPACE IS OCCUPIED".

5. PROVIDE R-30 BATT INSULATION AT ROOF LEVEL OVER TENANT IMPROVEMENT
AREAS.  INSULATION TO BE INSTALLED ON THE UNDERSIDE OF THE PLYWOOD
ROOF DECK.  INSTALL W/ STICK PINS & CAPS PER MANUFACTURE'S
RECOMMENDATIONS.

6. UNLESS OTHERWISE NOTED, CEILING GRID TO BE CENTERED WITHIN ROOM

7. REFER TO SHEET G-009 FOR LEED REQUIREMENTS FOR LOW EMITTING
MATERIALS, PRODUCTS, AND FINISHES3
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